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Extended
frontal plate...

... available for
coupling all
"33x75 mm”

sized
instruments
with one or two
control switches
or
buttons...

. both in "left"...
version

...both in "right"...
version
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TLCOV

MECHANICAL CHARACTERISTICS

Material Self-extinguishing plastic, UL 94 VO
Dimensions 185x37,5 mm
Weight Approx. 30 g

Plate mounting

On wall with two flaring head screws

Instrument mounting

By back insertion for instruments 33x75 mm

Switches mounting

From the front or from the back according to the used switch/button type

Front protection degree

IP65, only for mounted in panel instrument with gasket

FUNCTIONAL DATA

Applicability

On all the instruments with 33x75 mm sized, as TLK-TLZ-TLY-TLJ-TC-TT-TP series

Available models

For left or right instrument mounting
On both the models are present two circular holes for the switches/buttons but it is also possible to
mount only one switch/button covering the other hole with an accessory inserting cap

Plate On wall with two flared head screws, covered by two cover plate with release
Fixing Instrument [The instrument, deprived of its frontal mask, is fixed to the plate through 5 provided hooking "teeth”
Switches According to the used switch/button type
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Doscription _ Codos Codes Description
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HOLE COVERING CAP

Type  Codes Codes Description

Instrument to
bejoined
TAPPO D.22 Covering cap for holes @ 22 mm

Cover ] Right side Instrument
Model s Leftside Instrument
Both for switches © 20mm
Swiches hole
dimensions. Left 020 ~Rignt & 22
- Lot 22 R 020
Transparent P_Wih transparent iront protection
protection - None
SWITCHES
Type  Codes ‘Codes Description

1520 mm | INT06723_Lighied Rocker Double pole 13A 250VAG Whie |
INTO6724 Lighied Rocker Double pole 19A Z50VAC Red
INTO6725 Lighied Rocker Double pole 13A 250VAC Green
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.

22 mm | NTag727

INTO6728 Liied Bisiable Double pole 164 250VAC Green

SIS INTO6730. Lighied Rocker Dauble pole 16A 250VAC Red

INTO6731  Lighied Rocker Dauble pale 154 250VAC Green




